
Capacity challenges in the Swedish transmission 

system



Capacity challenges are related both to transmission and to the 

possibility to connect new customers (enable electrification)
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The allowed transmission capacity depends on forecasts and 

is based on N-1 criteria

Capaciities cut 2

Capacity cut 4



Allowed outtake has so far been based on what is ”always possible” 

– more flexibility might bee needed to meet increased demands

Flexible level

Guaranteed

out take
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The electrification (transition to fossil free) may greatly 

increase Swedish electricity use



Svenska kraftnät currently investigates applications that 

correspond to123 300 MW input and 3 500 MW load
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Large investments are needed to enable customer to 

connect, and to transfer the electricity to where it is needed



In addition, Svenska kraftnät investigates and implements 

solutions to use the existing network more efficiently

Vinter 2021/2022 Vinter 2022/2023

Maxkapacitet 

[MW]

Minkapacitet 

[MW]

Maxkapacitet 

[MW]

Minkapacitet 

[MW]

Kommentar

SE2>SE3 7 000 5 200 7 300 6 500
Maxkapacitet förutsätter möjlighet 

till mothandel söder om snitt 2.

SE3>SE4 5 600 4 800 (3 7002) 5 600 4 8003 Ingen planerad kapacitetshöjning.

SE3>NO1 1 250 150 - -

SE3>DK1 715 150 - -

SE3>SE3LS1 1 595 300 1 500 750
Mellan 25–50% av max 

NTC tillgänglig

FI>SE3 400 0 600 300
Mellan 25–50% av max 

NTC tillgänglig

(1)   SE3LS avser summaallokeringen. Eftersom denna inte var implementerad vintern 2021/2022 är värdet ett uppskattat min och maxvärde av vad som mest tilldelats NO1 och DK1 sammantaget.
(2)   Pga otillgänglig kärnkraft var handelskapciteten lägre än 4 800 under vintern 2021/2022. Planerad minkapacitet var dock 4800
(3)   Separat marknadsmeddelande finns om hur driftstoppet för Ringhals 4 kan påverka överföringskapaciteten på snittet

Jmf kapacitet 21/22>>22/23

Maxkapacitet

[MW]

Minkapacitet

[MW]

+300 +700

0 0

- -

- -

-95 +450

+200 +300


